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MBT Headed Anchors
MBT Headed Anchors are designed to provide
dead end embedment for bars in concrete.
This helps to reduce congestion and simplify
the placement of rebars by removing the 
need for hooked ends. The anchor comprises
half an MBT coupler with a plate welded to
one end which carries the full tension load 
of the bar when it is bearing against the
concrete. The MBT Headed Anchor also has
the added advantage of requiring no special
bar end preparation.

MBT Headed Anchors are made to order.

Bar Diameter       10 12 14 16 20 24 28 32 36 40

External Diameter d 33.4 33.4 42.2 42.2 48.3 54.0 66.7 71.0 75.0 81.0

Coupler Length     l 55 75 82 82 104 129 156 156 215 247

Total Length         lo 65 85 92 92 114 139 168 171 230 262

Plate Thickness    t 10 10 10 10 10 10 12 15 15 15

Plate w x h            p 70 70 70 80 90 100 110 130 150 150
Socket Size A/F (ins) 1/2

1/2
1/2

1/2
1/2

5/8
5/8

5/8
3/4

3/4

No of Bolts 2 3 3 3 4 4 5 5 6 7

Approx Weight (kg) 0.64 0.74 1.01 1.07 1.58 2.29 4.14 4.72 5.83 8.30

Part No. ETHA10 ETHA12 ETHA14 ETHA16 ETHA20 ETHA24 ETHA28 ETHA32 ETHA36 ETHA40

Note: Minimum compressive strength of concrete 25MPa.

Reinforcing Bar Couplers
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Other Ancon Products

Reinforcement Continuity Systems
Reinforcement Continuity Systems are an
increasingly popular means of maintaining
continuity of reinforcement at construction joints
in concrete. The Ancon Keybox system
eliminates the need to drill shuttering and can
simplify formwork design, thereby accelerating
the construction process. It is available in both
standard units and special configurations.
Ancon KSN threaded anchors eliminate the
need for o n-site bar straightening and are
available for use with 12mm, 16mm and 20mm
diameter reinforcement. The system is also
available with a re-useable rebate former.

Shear Load Connectors
Ancon DSD and ESD Shear Load Connectors
are used to transfer shear across expansion
and contraction joints in concrete. They are
more effective at transferring load and allowing
movement to take place than standard dowels,
and can be used to eliminate double columns
at structural movement joints in buildings. A
‘Lockable’ dowel is also available for temporary
movement joints in post-tensioned concrete
frames.

Punching Shear Reinforcement
Ancon Shearfix is used within a slab to provide
additional reinforcement from punching shear
around columns. The system consists of
double-headed steel studs welded to flat rails
and is designed to suit the load conditions and
slab depth at each column using free
calculation software from Ancon.

Masonry Support Systems
Masonry cladding on concrete or steel frames
is normally supported from stainless steel
support systems. Ancon MDC Systems create
a continuous angle to support the outer leaf of
masonry. Ancon Individual Brackets support
masonry features such as curves and arches.

Channel and Bolt Fixings
Ancon offers a wide range of channels and
bolts in order to fix stainless steel masonry
support, restraints and windposts to structural
frames. Cast-in channels and expansion bolts
are used for fixing to the edges of concrete
floors and beams. A range of stainless steel
set screws and self-drill self-tap screws are
designed to fix to steel frames.

Special Fabrications
Ancon is an ASSDA accredited specialist
fabricator and has a wealth of experience in
working with a variety of material grades. High
integrity steel components are supplied to a
wide range of industries including Civil
Engineering, Building, Infrastructure, Water
Treatment, Nuclear and Mining.

Electric Wrench 
To facilitate the installation of MBT couplers
Ancon Electric Wrenches are available for
purchase or hire. The smooth continuous
action of the wrench prevents the early
shearing of the lockshear bolts and damage to
threads. The wrench is supplied with specially
hardened heavy duty sockets. Please contact
Ancon for details.

Note: Impact tools should not be used to
tighten lockshear bolts. In all cases heavy duty
sockets should be used.
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The construction applications and details provided in this literature
are indicative only. In every case, project working details should be
entrusted to appropriately qualified and experienced persons.

Whilst every care has been exercised in the preparation of this
document to ensure that any advice, recommendations or
information is accurate, no liability or responsibility of any kind is
accepted in respect of Ancon Building Products.

With a policy of continuous product development Ancon Building
Products reserves the right to modify product design and
specification without due notice.

These products are available from:

Masonry Support Systems

Windposts and Lintels

Wall Ties and Restraint Fixings

Channel and Bolt Fixings

Tension and Compression Systems

Stainless Steel Fabrications

Flooring and Formed Sections

Shear Load Connectors

Stainless Steel Reinforcement

Reinforcing Bar Couplers

Reinforcement Continuity Systems

Punching Shear Reinforcement

Precast Concrete Accessories
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